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SUBJECT: CONTRACTOR FOR REPAIRS & REHABILITATION OF INDIAN BANK OFFICE QUARTERS NEAR SANGEETA SOCIETY, DR. R. P. PATIL, MULUND (W), MUMBAI-400080.
TENDER FOR: REPAIRS & REHABILITATION OF INDIAN BANK OFFICE QUARTERS NEAR SANGEETA SOCIETY, DR. R. P. PATIL, MULUND (W), MUMBAI-400080. 
FINANCIAL BID

	Owner:

Indian Bank, 
Zonal Office Mumbai South

18th Floor, Maker Tower F wing Cuffe Parade Mumbai 400 005

Office: 022-22151871

Email:zo.mumbai.expprem@indianbank.co.in
	Consultant:

M/s. Supreme Engicons (India) Ltd.

201-A, Sunteck Grandeur, Opp. Andheri Subway, S.V.road, Andheri (W) Mumbai-400058.

Tel: +91-22-26774100/200.

Email: info@supremeengicons.com



BILL OF QUANTITIES

1. ENABLING SYSTEM

2.  STRUCTURAL REPAIR WORKS

3.  CIVIL REPAIR WORKS’
4.  PLUMBING WORKS 

5.  WATERPROOFING WORKS
6.  PAINTING WORKS 
7. FLAT RENOVATION

8. COMMON PASSAGE AREA

9. ELECTRICAL WORK
I. ENABLING SYSTEM:-

	Sr.  No.
	Work   Description.


	Quantity


	Unit


	Rate

(`. )
	Amount

(`.)

	1
	ERECTION OF SCAFFOLDING:- 

Providing and Erecting double bamboo Scaffolding to the Building structure or any other places without any puncture to wall surface with removing the same after the work etc. with PLY PROTECTION to all window openings to safeguard the glass louvers/ sliding windows  All complete as per the direction of Consulting Engineer / in-charge. 

Note: Measurements of above item shall be based on building height i.e. parapet wall top X periphery Length of the building..
	3100
	SQMT


	
	

	2.
	Hessian Cloth:

Providing erecting, maintaining and removing temporary protective screens of Jute cloth / Geo textile and with all necessary fixing arrangement to ensure that it rotates in position for the entire work duration as and when required or as instructed by the Consultants. No measurement shall be taken for any rotation of Hussein cloth.

Note: Measurements of above item as per Bamboo scaffolding (scaffolding.) area i.e. Height of scaffolding X periphery length of scaffolding & the item shall be paid only one time, not for repetition etc.
	1500
	SQMT
	
	

	3.
	REM & REF OF  M.S. GRILLS :

Removing and refixing all types of MS grillwork as may be required of any size and shape, complete with sealing all holes and reinstallation in original form. As instructed by the engineer.
	QRO
	SQMT


	
	

	4.
	BREAKING OF PLASTER:- 
Breaking of old existing loose plaster external & Internal area (patches) of any thickness and at all levels, as directed by the Consulting Engineers including removing of all debris, spells, etc. outside the building compound up to the municipal dump with all lead and lift complete cleaning of exposed surface. (In case of patch plaster, only mechanical cutters shall be used for making grooves initially)
	4500
	SQMT


	
	

	5.
	CHIPPING OF RCC: - 

Chipping of existing loose and damaged cover concrete at specified locations (including external columns) up to the concrete core with chisel and hammer, cleaning the surface with wire brush and washing concrete surface with water including covering building faces with gunny cloth, etc complete or as instructed by consultant engineers.
	1200
	SQMT


	
	

	6.
	Opening of separation gap                 between R.C.C. members and               Bick - Work / Block - Work                 with electric cutter and                 removing all loose and                deteriorated mortar between the same all Complete. More detailed specification to be referred as per our technical specification or as instructed by the Consultant /   Engineer.
	500
	RMT
	
	


TOTAL = 
II. STRUCTURAL REPAIR:-
	Sr.

No.
	Work   Description.
	Quantity


	Unit


	Rate

(`.)
	Amount

(`.)

	1
	RUST REMOVER:

Brushing with wire brush and removing  all rust scales from rebars & washing with water as required  and providing and Applying Rust  Remover on existing exposed Reinforcement Bars  complete as per the instructions and as per the technical specification or as instructed by the   Engineer.
NOTE: The Item shall be paid only                      on the actual Consumption of Rust   Remover. 
	1200
	SQMT
	
	

	2
	R. I. COATS:

Providing and applying Rust Inhibition Coats / system to exposed rebars & also new rebars complete.  More detailed specification to be referred as per technical specification or as instructed by the Consultant/Engineer.


	
	
	
	

	3
	BOND COAT:

Providing and applying raw Polymer Bond coat/ system to all exposed concrete surface and rebars prior to polymer treatment complete.  More detailed specification to be referred as per technical specification or as instructed by the Consultant/Engineer.
	
	
	
	

	4
	PMM:

Providing and applying polymer modified cement mortars of C.M 1:3 in specified ratio of polymer per bag of cement as per manufacturer specification OR in 1:5:15 ratio to RCC surfaces duly treated as above with appropriate thickness.  More detailed specification to be referred as per technical specification or as instructed by the Consultant / Engineer. 
	
	
	
	

	5
	MICRO CONCRETE:

Providing and laying Super                    Fluid Micro concrete which shall be single component, non shrink, free flow, self compacting, ready to use after mixing water in specified proportion to the beam bottoms, columns, slabs, etc. Including mixing with 05mm to 10mm size aggregates,      pouring,                temping, Consolidating, curing etc. all complete as per the instructions and as per             technical specification or as instructed by the   Engineer.
	10000
	KGS
	
	

	6   
	PRO & FIX STEEL:

Providing and Fabricating, Fixing steel as required for above items of work.  More detailed specification to be referred as per our standard technical specification manual or as instructed by the Engineer.
	2.5
	MT.
	
	

	7
	HILTI (SHEAR CONNECTOR )

Providing and drilling with grout for column /beam as instructed by the Engineer.
	1000
	NOS
	
	

	8
	RCC COPING :

Removing existing RCC coping and providing and laying RCC coping in 100mm. Thick and 375mm wide using 20mm downgraded metal in proportion of (1:1.5:3) including steel, tying reinforcement , shuttering compacting curing etc., complete with provision of nominal reinforcement as directed and as per consultants drawings. (Item shall include removing, breaking existing coping )
	130
	RMT 
	
	

	9
	CONCRETING M20, M25:
Providing and casting concrete of 4” thick wherever indicated (for Chajjas, slabs, lofts, fins, etc. as identified by Consultant) at any level including curing but excluding steel reinforcement. The concrete shall be mechanically vibrated and the surface should be finished plain or as instructed by the consultant. 

a)M 20 ( 1:1 ½ : 3 )
b) M25 ( 1 :1 : 2 )
	5

QRO
	CUMT

CUMT
	
	


TOTAL =
III. CIVIL REPAIR WORKS:-
	Sr.

No.
	Work   Description.
	Quantity


	Unit


	Rate

(`. )
	Amount

(`.)

	1
	READY MIX PLASTER MORTAR: Providing applying sand faced plaster (patches) at all levels in two coats using READY-MIX PLASTER MORTAR onexternal surface, Rates to include providing and using (Ultra-tech, ACC, WALPLAST, Magicrete) in the proportion of manufacture. Specification (Ready -Mix with water) for sponge finish, curing, etc. complete as instructed and directed by Engineer. (Rates to include Drip mould, bands, patta etc.) Mortar will be machine mixed, volumetrically batched complete or as instructed by the consultant.
	4000
	SQMT
	
	

	2
	DASH COAT:

Removing the loose plaster material and repairing the damaged wall surface with application of Dash coat of 1: 4 cement mortar and inserting brickbats or metal chips to level the surface complete or as directed by the Engineer.
	500
	SQMT
	
	

	3
	SEALING SEPARATION GAPS:

Providing & sealing separation cracks between RCC and brick work by cutting grove on both sides crack along the length by electrically operated groove cutter Breaking / removing  plaster  &  loose mortar (up to 75mm depth) in the area between two grooves by chiseling. Washing by drinking water to make it dust free surface. Hammering 10 to 20mm size aggregates in the crack as directed by the consultant. Sealing the crack with polymer modified cementitious. Mortar 9 Up to 50mm depth in two layers 1:5.15. 
	500

	RMT


	
	

	4
	ONE COAT INTERNAL READY MIX PLASTER:

Applying internal READY MIX plaster 12mm thick in C.M 1:4 for common staircase area and internal flats wherever necessary based on structural audit report as per the technical specification or as instructed by the Engineer and finished with top coat of POP1-2 mm thick. Painting to be done by flat owner.
	500
	SQMT


	
	

	5.
	INJECTION GROUTING:

Providing and executing grouting by installing PVC grout nipples at specified distance, providing and fixing connecting pipes from grout tank to nipples, grouting using cement slurry with acrylic based  grout  chemical with high pressure grouting pump of  specified  manufacturer to balcony tops, terrace waterproofing, column and beam wall delamination, etc. as  instructed  by  the  engineer.
	500
	NOS
	
	

	6.
	Siporex Block WORK  for Balcony :

Providing and laying Siporex Block masonry of required thickness with cement mortar 1: 4 at identified location with proper line and level complete or as instructed by the consultant.

a) 6” thick

b)9”thick
	265

QRO


	SQMT
 SQMT
	
	









TOTAL =

IV. WATERPROOFING WORKS:

	No.
	Work   Description.
	Quantity
	Unit
	Rate
	Amount

	    1.
	CHAJJA WATERPROOFING:                                  Providing & laying brick-bat coba waterproofing treatment on BALCONY TOP & CHAJJA WATERPROOFING with 65 to 90 mm average thickness with small brick bat, finished with joint less waterproofing layer in CM 1:4 of average 25mm to 30 mm thick finished smooth with cement slurry, grooves, Watta continued along with the wall with treating at the junction of the wall and Watta top curing, cleaning, as directed etc. complete. (Only area in plan will be measured and paid for) including water proofing compound.
	150
	SQMT
	
	


        TOTAL =

V. PLUMBING WORKS:

	Sr.No.
	Work   Description.
	Quantity
	Unit
	Rate
	Amount

	1
	TEMPORARY PLUMBING LINES:
	 
	 
	 
	 

	
	Providing and fixing temporary plumbing lines as and when required, when the work in progress, removing the same after the completion of plumbing job with all the fittings complete as instructed by the engineer.
	09
	NOS
	
	

	2
	PROVIDING FIXING CPVC PIPES
	 
	 
	
	

	
	Removing the existing G.I. Lines & Providing and fixing the new CPVC. Pipes, filling the joints with chemical complete, as per the technical specification or as instructed by the engineer.
	 
	 
	
	

	DOWNTAKE & LOOP LINES

	
	1” dia
	100
	RMT
	
	

	 
	¾”    dia
	200
	RMT
	
	

	 
	½”    dia
	300
	RMT
	
	

	 
	2”  dia
	300
	RMT
	
	

	3
	PROVIDING AND FIXING PVC PIPE:
	 
	 
	
	

	
	Providing and fixing new PVC pipes after removing the existing plumbing lines, filling the joints with PVC Solvent Cement with Nails, cutting holes in walls complete as instructed by the engineer.
	 
	 
	
	

	 
	    4”     dia W.C LINE
	120
	RMT
	
	

	 
	    3”     dia KIT/BATH/ TOILET
	210
	RMT
	
	

	 
	    2 1/2” dia VENT
	130
	RMT
	
	

	 
	   6”     dia R.W LINE
	130
	RMT
	
	

	4
	PROVIDING AND FIXING G.I. CLAMP BRACKETS WITH “U” CLAMPS:
	 
	 
	
	

	
	Providing and fixing Galvanized M.S. Clamps of approved shape and design with “U” Brackets which should be 0.’2” away complete as per the instructions and as per our standard technical specification manual or as instructed by the Engineer.
	 
	 
	
	

	
	 a) for CPVC pipes
	295
	NOS.
	
	

	 
	b)for PVC pipes 
	195
	NOS.
	
	

	5
	G.I. CONNECTORS WITH PVC SLEEVES :
	 
	 
	
	

	
	Providing and fixing new G.I. Connector of required sizes with all necessary fittings after removing the existing lines, filling the joints, providing PVC sleeves on top, cutting holes in external walls into inside flats complete as instructed by the engineer.
	
	
	
	

	 
	1/2”     dia
	70
	NOS.
	
	

	 
	11/2”  dia
	QRO
	NOS.
	
	

	 
	2”      dia
	10
	NOS.
	
	


                                                 TOTAL AMOUNT =
VI PAINTING WORKS:
	Sr.

No.
	Work   Description.
	Quantity


	Unit
	Rate
	Amount

	1


	ELASTOMERIC PAINT:

Thoroughly scraping and cleaning newly plastered surfaces and removing old loose flakes if any and apply over the same one coat of primer as base coat and two coats of ELASTOMERIC Paint of approved brand with ten years guarantee as directed complete to the entire external surface with OHT, terrace head room, parapet wall, etc. as directed by the Consultant / engineer.
	4000

	SQMT
	
	

	2.
	WOODEN WINDOW & M.S. GRILL OIL PAINT:

Providing and fixing bamboo, scaffolding, thoroughly scraping and cleaning and removing old loose flakes of existing Oil paint in External WOODEN WINOW & M.S. grills, Railings, Doors, Gates, etc and providing and painting it with Oil Paint in two coats excluding primer coat of approved brand as directed by the Engineer or as per technical specification complete.
	400

	SQMT


	
	

	3.
	OIL BOUND DISTEMPER:

Thoroughly scraping and cleaning plastered surfaces and removing old loose flakes of existing paint in case of old plaster and apply over the same two coats of Oil Bound Distemper paint after primer coat as directed to the walls/Ceiling  of common staircase area etc. complete as directed.
	500

	SQMT


	
	

	4.
	SEMI ACRYLIC PAINT:

Thoroughly scraping and cleaning newly  plastered surfaces and removing old loose flakes  if any and apply over the same one coat of primer and two coats of SEMI ACRYLIC PAINT of  approved brand as directed complete to the, Compound Wall with Pump Room etc. as directed by the Consultant / engineer.
	500
	SQMT
	
	


TOTAL =
VII .FLAT RENOVATION WORKS:
	Sr.

No.
	Work   Description.
	Quantity


	Unit
	Rate
	Amount

	1


	VITRIFIED TILES FLOORING – 

Remove of Existing flooring & crating of debris away from the site,  Providing and laying new flooring with 2’ x 2’ Vitrified tiles of approved make and shade (Johnson/ Kajaria/ Nitco/Somany) over bed mortar C.M 1:5 (20 mm average thickness) , set with cement slurry and joints grouted with water proof jointing compounds of approved make and quality. The rate shall include skirting all wastages, machine cutting. (Basic Rate =50/-per sqft)
	2500

	SQMT
	
	

	2.
	Providing and fixing fully glazed aluminum framed sliding window with Marble framing and anodized sliding section of JINDAL or HINDALCO with 5mm thick plain glass including fixtures like superior quality nylon rollers, SS screws, etc. EPDM gasket, providing and fixing all fittings complete or as instructed by the consultant
	600
	SQMT
	
	

	3.
	PRO. & FIX   DOOR GRANITE FRAME Providing and fixing double marble Patti in step design at Door area wherever necessary including fixing of marble and cleaning with all labour & material

	550
	RMT
	
	

	4.
	PROVIDING DOORS FOR TOILET/BATH :-

providing & fixing 25mm thick Readymade PVC door of appropriate size complete or  as instructed by consultant
	108
	NOS
	
	

	5.
	PROVIDING NEW KITCHEN PLATFORM ("L" SHAPE): Removing old existing platform, carting away the debris and Providing and fixing 18mm thick mirror polished granite slabs (COLOUR as approved by client ) of approved quality  over the Cuddapah slab over a bed of C.M 1:4 (for an average thickness of 30 mm) set with cement slurry and joints grouted with pigmented white cement to match the shade of granite slab, for kitchen platform, P&F support made out of 2 nos. ¾” thick sandwich Cuddapah stone at appropriate distance. The support shall be provided with ¾” thick shelf and platform top covered with granite in CM. All the exposed edges of the platform shall be provided with granite fascia matching in colour, design with the existing granite including filling joints with cement slurry, polishing, cleaning & half round molding to the up stand of platform.

Openings of suitable size to accommodate S.S sink (Nirali Grace plain - large (10") -610X460mm Satin finish - ) shall be made on the slabs. The sink shall be fixed in countersunk model and edges along the four countersunk open sides shall be half rounded and polished to get mirror finish. (The rate including of sink & fixing considered). Edge visible on the front side of the slab shall be half-rounded and exposed surfaces shall be polished to get mirror finish.

The joint between sink and granite shall be finished with metallic paste. The slab shall be inserted into the wall at junctions with the wall by a minimum of 25mm and grouted properly. The rate shall be inclusive of wastages.
	150
	RMT
	
	

	6.
	KITCHEN  WALL TILES :

providing &  fixing 200 X300 X6mm Thick Ceramic tiles of approved  make and shade over  back mortar C.M 1:4(25mm average thickness) for wall set cement slurry and joint  grouted with  water  proof jointing compounds of approved make quality .the rate shall include all wastage, machine cutting of holes for inserting spouts for gas tubes necessary etc. complete  (basic rate =50 per sqft)  
	200
	SQMT
	
	

	7.
	M.S. GIRLL WORK FOR BALCONY AREA

Fabricating & fixing M.S grill of 20mm X 5 mm M.S. patti as per the design approved by the consultant / client. Spacing of the patties: vertical members spacing @ 5 “ c/c and horizontal members spacing @ 4 “ c/c  staggering . Rate shall be inclusive of application of red oxide primer and 2 coats of painting of approved colour and brand.
	70
	SQMT
	
	

	8.
	BALCONY AC OUTLATE PIPE 
Providing and fixing 11/2”dia new PVC pipes after removing the existing plumbing lines, filling the joints with PVC Solvent Cement with Nails, cutting holes in walls complete as instructed by the engineer.
	200
	RMT
	
	

	9
	FLOOR TILES FOR BATHROOM

Breaking of existing flooring, & making the site bare including transportation of debris from site to a municipal dump, Providing & Fixing Anti-Skid Ceramic tile of required size( 1'x1' for Flooring and 12” x 8” for wall upto 3 ft height )  in pattern  fixing with 20mm thick 1:4 cement mortar as required with all joints in proper line as per design, specification and drgs or as instructed by the consultant.(Johnson, Sonora, Kajaria)

(Basic rate 50/-per sqft)
	200
	SQMT
	
	

	10.
	TOILET/BATH WATERPROOFING 
Removing existing waterproofing layer & Providing and water proofing using old bricks to the Bath block surfaces of RCC slab as exposed will be cleaned and an average ½” thick waterproofing plaster in C.M. 1:4  will be carried out. Over this surface brick pieces in varying heights will be arranged to give slope of 1 in 120. Cement waterproofing mortar in 1:4 cement to sand proportion will be packed in gaps above and top surface about brickbat will be finished in ¾” thk waterproof plaster and top surface will be given marks of broom to make it rough for receiving white glazed tiles. Top surface will be cured with water for 7 days OR as instructed by the Engineer. Item includes carting debris away from site.
	200
	SQMT
	
	

	11.
	DADO TILES  :(WALL TILES )

Breaking of existing Wall Tiles  making the site bare including transportation of debris from site to a municipal dump, Providing & Fixing DODO tile of required size for wall  in pattern  fixing with 20mm thick 1:4 cement mortar as required with all joints in proper line as per design, specification and drgs or as instructed by the consultant.(Johnson, Sonora, Kajaria)(basic rate =50 per sqft


	2300
	SQMT
	
	

	12.
	PROVIDING & FIXING W.C PAN 

Providing and fixing W.C (UROPEAN) Pan of approved brand of required size and shape with all necessary fittings including labour and material complete or as instructed by the consultant .(Hindware / Parryware)
	108
	NOS
	
	

	13.
	PROVIDING & FIXING WASH BASIN

Providing and fixing wash basin of size 18” x 22” after dismantling the existing basin with all necessary fittings including labour and material complete or as instructed by the consultant.
	108
	NOS
	
	

	14.
	PROVIDING & FIXING JET SPRAY :

Providing and laying new JET SPRAY of approved brand in bathroom/toilets with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	

	15.
	PROVIDING & LAYING NAHANI TRAP

Providing and laying new Nahani trap inside the toilet with all labour and material complete or as instructed by the consultant.
	144
	NOS
	
	

	16.
	PROVIDING & LAYING HAND SHOWER
Providing and laying new HAND SHOWER approved brand inside the bathroom/toilets with all labour and material complete or as instructed by the consultant.
	72
	NOS
	
	

	17.
	PROVIDING & FIXING BIB COCK

Providing and laying new Bib cock of approved brand inside the toilet with all labour and material complete or as instructed by the consultant.
	108
	NOS
	
	

	18.
	PROVIDING & FIXING TOWEL ROD
Providing and laying new TOWEL ROD of approved brand inside the toilet with all labour and material complete or as instructed by the consultant.
	72
	NOS
	
	

	19.
	PROVIDING & FIXING SHOP DISH
Providing and laying new SHOP DISH of approved brand inside the toilet with all labour and material complete or as instructed by the consultant.
	72
	NOS
	
	

	20.
	PROVIDING & FIXING TISSUE PAPER HOLDER
Providing and laying new TISSUE PAPER HOLDER of approved brand inside the toilet with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	

	21.
	PROVIDING & FIXING TWO IN ONE MIXTURE 
Providing and laying new TWO IN ONE MIXTURE  of approved brand inside the toilet with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	

	22.
	PROVIDING & FIXING PILLAR COCK
Providing and laying new PILLAR COCK  of approved brand inside the toilet with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	

	23.
	PROVIDING & FIXING BASEN COCK
Providing and laying new BASEN COCK  of approved brand inside the toilet with all labour and material complete or as instructed by the consultant
	108

	NOS

	
	

	24.
	PROVIDING & FIXING OVER HEAD SHOWER

Providing and laying new OVER HEAD SHOWER  of approved brand inside the toilet with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	

	25.
	PROVIDING & FIXING DOORS:

Providing & fixing water proof double moulded plywood doors to Entrance/ Kitchen & Balcony all complete labour & Material with laminate & brass fittings & Fixture or as Instructed by Consultants. 

1.Entrance  door size  7’0” x  3’0”

            ( 35 mm thick )
	72
	NOS
	
	

	26.
	PROVIDING & FIXING SINK COCK

Providing and laying new Sink cock of approved brand with all labour and material complete or as instructed by the consultant
	72
	NOS
	
	


TOTAL =
VIII COMMON PASSAGE AREA:
	Sr.

No.
	Work   Description.
	Quantity


	Unit
	Rate
	Amount

	1


	CERAMIC TILES FLOORING –(PASSAGE/BALCONY) 

Remove of Existing flooring & crating of debris away from the site,  Providing and laying new flooring with 2’ x 2’ CERAMIC tiles of approved make and shade (Johnson/ Kajaria/ Nitco/Somany) over bed mortar C.M 1:5 (20 mm average thickness) , set with cement slurry and joints grouted with water proof jointing compounds of approved make and quality. The rate shall include skirting all wastages, machine cutting. (Basic Rate =550/- PER SQMT)
	560

	SQMT
	
	

	2.
	S.S. ROD HANDRILL
Providing & fixing S.S ROD Handrill for staircase area.
	100
	  RMT
	
	

	3.
	BRICK WORK  :

Providing and laying Siporex Block masonry of required thickness with cement mortar 1: 4 at identified location with proper line and level complete or as instructed by the consultant.

a) 4 1/2” thick

b) 9”thick
	165
	SQMT
	
	


TOTAL =
IX COMMON PASSAGE AREA:
	Sr.

No.
	Work   Description.
	Quantity


	Unit
	Rate
	Amount

	
	ELECTRICAL : Supply, Installation, Testing & Commissioning of Light Point wiring using 1100 Volts grade with 3 Nos. 1.5 Sq.mm. copper PVC insulated FRLS wire in surface/recess PVC conduits of 25 mm dia, medium class, with modular switch, modular plate, GI Box, sockets etc.
	
	
	
	

	
	All the wiring below ceiling on wall must be open patti wiring. All the drops wire from the junction box to the light point must be in flexible pipe with gland at the junction box.
	
	
	
	

	
	Rate quoted must include the cost of circuit wiring from DB Switchboard and switchboard to switchboard, switches, concealed box, plate and required accessories viz. switches/sockets.
	
	
	
	

	
	Approved Make : Legrand Myrius/ Northwest/ Anchor Roma
	
	
	
	

	1.
	Light point
	400
	NOS
	
	

	2.
	fan point
	136
	NOS
	
	

	3.
	socket 5AMP
	400
	NOS
	
	

	4.
	15 AMP POWE PLUG POINT
	192
	NOS
	
	

	5.
	A.C POINT
	72
	NOS
	
	

	6.
	TV POINT
	40
	NOS
	
	

	7.
	TWO WAY SWITCH
	48
	NOS
	
	

	8
	4MM CIRCUIT WIRING
	9000
	RFT
	
	

	9
	4 MM CABLE 3 CODE MAIN LINES
	1530
	RFT
	
	

	10.
	2.5 MM CIRCUIT WIRING
	9000
	RFT
	
	

	11.
	MC BOARD
	36
	NOS
	
	

	12
	LIGHT FITTING 
	444
	NOS
	
	

	13
	FAN FITTING
	156
	NOS
	
	

	14
	GEYSER POWER POINT
	40
	NOS
	
	


TOTAL:
SUMMERY OF BILL OF QUANTITY OF

INDIAN BANK OFFICER QUARTERS 
	IT. NO.
	I T E M S
	AMOUNT (IN `.)

	I
	ENABLING SYSTEM
	

	II
	STRUCTURAL REPAIR WORKS
	

	III
	CIVIL REPAIR WORKS
	

	IV
	PLUMBING WORK 
	

	V
	WATERPROOFING WORKS
	

	VI
	PAINTING WORKS
	

	VII
	FLAT RENOVATION
	

	VIII
	COMMON PASSAGE AREA
	

	IX
	ELECTRICAL WORK
	

	TOTAL AMOUNT
	

	ADD :  GST
	

	GRAND TOTAL
	


SEAL & SIGNATURE OF CONTRACTOR……………………………..
Structural Consultant: SUPREME ENGICONS (INDIA) PVT. LTD.                   23

